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ATTENTION:
before proceeding with the configuration of the fogging system it is necessary to set the AJAX alarm
control panel and the related sensors / accessories.
It is also advisable to verify that the desired position for the fogging generator falls within the radio
coverage range of the Jeweller AJAX hub.
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Connection PIN description

DC12V Power supply OUTPUT
1  +   DC  12V Output (max 200 mA)
2   -   0V DC ground connected 
 
OUTPUTS
3  ARD / SHP
4  EMPTY
5  ERROR
                                  
INPUTS
6  - GND
7  ARM Arming input
8  TRIG Shooting input

Note: both inputs accept dry contacts 
         toward GND. 

1 2 3 4 5 6 7 8 J10

Connection between COMPACT/ MODULAR Electronic Board and Transmitter AJAX
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Through the installation and configuration of the “TRANSMITTER” integration module by AJAX, 
it is possible to receive two distinct notifications directly on the AJAX APP from the UR FOG 
Fogging System.

1) In case the Foggin System needs maintenance (for example: low battery, power failure or 
    fault system) you will receive directly in the APP AJAX the following message:

    "Malfunction detected, Maintenance Fog System in Office"



4

Once the maintenance is completed, you will receive the following message:

"Malfunction resolved, Maintenance Fog System in Office"
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2) In case the fluid contained inside the 
Fogging System bag reaches the "reserve" 
level, you will receive directly in the APP 
AJAX the following message:

"Lid is open, Maintenance Fog System 
in Office"

Once the fluid bag has been replaced and the bag 
reset is done, you will receive the following message:

"Lid closed, Maintenance Fog System in Office" 
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Select the icon at the bottom left
“DEVICES”1

Click
“ADD DEVICE”2
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Enter “MAINTENANCE FOG SYSTEM” 
as the device name4

Select the “ROOM” previously 
configured on the hub 5

Click “ADD” to continue the installation 
process6

Place the camera of your 
Smartphone in front of the QR CODE
to acquire, automatically, 
the ID of the transmitter device

3
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At this point a countdown of 30 seconds will 
be activated within which you will have to 
press the function button of the device located 
on the lower right part of the transmitter

7
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A summary screen will confirm that the 
transmitter has been installed8

Once the device 
“MAINTENANCE
FOG SYSTEM” 
has been selected, 
the configuration 
screen will appear.
Click on the wheel 
at the top right

9
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Make sure that you have 
selected the following 
parameters:

- NORMALLY OPEN

- BISTABLE

- MALFUNCTION

- NORMALLY OPEN

Always active “ON”

10

Click “BACK” twice11
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